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CABLE DESCRIPTION
FIBER OPTIC INDOOR-OUTDOOR
CENTRAL TUBE CABLE
FLAME PART NUMBERS JACKET B
RETARDANT AVAILABLE FIBER TYPE | aATKSL | coLor
JACKET FACCS08- 40 SINGLEMODE S/ 125um LSZH | BLACK
FACCB08- 40 MULTIMODE 62.5/125um LSZH | BLACK
FACCS08- 40 MULTIMODE 50/125um OM2 LSZH | BLACK
FACCX08- 40 MULTIMODE 50/ 125um OM3 LSZH | BLACK
GEL-FILLED TUBE
CONTAINING B - FACCZ08- 40 MULTIMODE 50/ 125um OM4 LS7ZH | BLACK
Z50um FIBERS TECHNICAL SPECIFICATIONS
MAX IMUM LOSS BEND RADIUS
T I — INSTALLATION LONG TERM
1.5 OB/KM @ 1300mm 100 mm 60 mm =N\
(3.9 in) (2.4 in) —
SINGLEMODE MAXIMUM LOSS TENSILE LOAD - LSZH RATED
I —— INSTALLATION LONG TERM
.75 dB/KM @ 1500mm 1500 N 700 N
(337.5 Ibf) (157.5 Ibf)
TEMPERATURE
/.7 DIA INSTALLATION OPERAT ION STORAGE
~————— [ .30] ———™ “20°C T0 +70°C “20°C T0 +70°C “4A0°C TO +7/5°C
REF. -4°F TO +158°F -4°F TO +158°F -40°F TO +167°F
TITLE
FIBER OPTIC INDOOR-0OUTDOOR CABLE
WITH 8 FIBERS IN A CENTRAL TUBE ZA
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